
SPECIFICATIONS
DIVISION 10 – SECTION 10100 – VISUAL DISPLAY BOARDS

PART 1 GENERAL

1.01  DESCRIPTION OF WORK


A.  Section Includes:



1.  Porcelain enamel markerboards



2.  Tackboards



3.  Field-Assembled Trim


B.  Related Sections Include:



1.  10410 Directory and Bulletin Boards



2.  11106 Display Equipment



3.  12350 Display Casework

1.02
REFERENCED STANDARDS


A.  American Society for Testing Materials



1.  ASTM-E 84 Standard Test Method for Surface Burning Characteristics for Building Materials



2.  ASTM B221 Standard Specification for Aluminum and Aluminum-Alloy Extruded Bars, Rods, Wires, Profiles and Tubes

1.03
SUBMITTALS


A.  Shop drawings:  Provide shop drawings for each type of visual display board required.


B.  Product data:  Provide technical data including test reports for materials specified.  Include Material Safety Data Sheets, when applicable.


C.  Samples and color charts:  Provide manufacturer’s color charts and composition samples of face, core, backing and trim to illustrate finish, color and texture, where required.

1.04
QUALITY ASSURANCE


A.  Product options:  Drawings indicate sizes, profiles, and dimensional requirements of visual display boards and are based on the products indicated.  Other manufacturer’s products with equal performance characteristics may be considered.  Refer to Division 1, Section “Substitutions.”


B.  Regulatory requirements:  Conform to applicable code for flame/smoke rating in tackboards in accordance with ASTM-E 84.


C.  Operation and maintenance:  Include data on regular cleaning, stain removal, and precautions.

1.05
DELIVERY, STORAGE AND HANDLING


A.  Ordering:  Comply with manufacturer’s ordering instructions and lead time requirements to avoid construction delay.


B.  Delivery:  Deliver materials in original, unopened, undamaged containers with identification labels intact.


C.  Storage and Protection:  Store materials protected from exposure to harmful weather conditions and at temperature and humidity conditions recommended by manufacturer.

1.06
WARRANTY


A.  Submit a “Life of the Building” warranty, stating that under normal usage and maintenance, and when installed in accordance with manufacturer’s instructions and recommendations, porcelain enamel steel LCS markerboards are guaranteed for the life of the building.  Guarantee covers replacement of defective boards but does not include cost of removal or reinstallation.


B.  Submit a “Life of the Building” warranty, stating that when installed in accordance with manufacturer’s instructions and recommendations, the snap-on aluminum trim is guaranteed for the life of the building against pulling away from the boards, deflecting, and defects in material and workmanship.  Guarantee does not cover normal wear and tear, improper handling, and misuse or defects caused by vandalism or subsequent abuse. Guarantee covers replacement of defective material but does not include cost of removal or reinstallation.

C.  Submit a standard warranty, stating that when installed in accordance with manufacturer’s instructions and recommendations, tackboards are guaranteed for two years against defects in materials and workmanship.  Guarantee does not cover normal wear and tear, improper handling, any misuse, or any defects caused by vandalism or subsequent abuse.  Guarantee covers replacement of defective material but does not include cost of removal or reinstallation.

PART 2 PRODUCTS

2.01
MANUFACTURERS


A.  Visual Display Board Manufacturers:



1.  Claridge Products and Equipment, Inc.



2.  Golterman & Sabo, Inc.



3.  Peninsular Slate

2.02
MATERIALS


A.  Porcelain enamel markerboards:  Porcelain enamel LCS markerboards shall be manufactured in accordance with Porcelain Enamel Institute’s specification.  Porcelain enamel finish shall be fusion bonded to a 24 gauge steel sheet substrate, coiled steel not acceptable, at lowest possible temperature to reduce steel and porcelain stresses and achieve superior enamel bond and hardness.




a.  Face sheet:  24 gauge LCS Markerboard




b.  Core material:  3/8” Particle Board




c.  Panel backing:  Aluminum Foil Panel; 0.015”




d.  Laminations:  Shall be hot-type neoprene contact adhesive applied to both surfaces automatically.  Each substrate shall have a minimum of 80% covering with 1.5-2.0 dry mils of adhesive.  Panel components shall have uniform pressure applied mechanically over the entire area.  Laminations shall be made by face sheet manufacturer.




e.  Size:  (Specify size or as indicated on drawings).




f.  Color:  (Specify face sheet color from manufacturer’s standard colors).


B.  Tackboards



1.  Manufacturers:




Claridge Products & Equipment




Golterman & Sabo, Inc.




Peninsular Slate




a.  Vinyl face tackboards:  Mildew resistant, washable vinyl complying with FS CCC-W-408, Type II, weighing not less than 13 oz./sq. yd, laminated to 1/2” thick mineral fiber board.  Provide fabric and tackable core with flame-spread rating of 25 or less when tested according to ASTME-84.  Provide color and texture as selected from manufacturer’s standards.


C.  Field assembled snap-on extruded aluminum trim with satin anodized finish and accessories



1.  Manufacturers:




Claridge Products & Equipment




Golterman & Sabo, Inc.




Peninsular Slate



2.  Field-Assembled trim:




a.  Snap-On Aluminum trim, field applied with no visible fasteners.  Consisting of the following Claridge components:  271A Box Type Chalktray with 278 Ground Clip, 275A 2” Map rail with 277 Ground Clip, 272A Mullion Clip with 277 Ground Clip, and 273A Trim with 277 Ground Clips.


3.  Chalktrough




a.  Standard continuous, solid box type aluminum tray with ribbed section and injection molded end closures.  Straight chalktrough not acceptable.


4.  Map Rail




a.  Standard continuous 2” map rail with cork insert and end stops at the top of each markerboard and tackboard combination unit.



5.  Accessories




a.  Map Hooks:  One map hook furnished for every two feet of map rail.




b.  Flag Holders:  One per unit.

PART 3 EXECUTION

3.01
PROJECT CONDITIONS


A.  Verify before installation that interior moisture and temperature levels are at normal occupied conditions.


B.  Verify that wall surfaces are prepared and ready to receive boards.


C.  Field measure prior to fabrication to ensure proper fit.

3.02
INSTALLATION


A.  Deliver units in dimensions shown on details and in accordance with manufacturer’s shop drawings as approved by the architect.


B.  Follow manufacturer’s instructions for storage and handling of units before installation.


C.  Install level and plumb, keeping perimeter trim straight in accordance with manufacturer’s recommendations.

3.03
ADJUST AND CLEAN


A.  Verify that all accessories are installed as required for each unit.


B.  At completion of work, clean surfaces and trim in accordance with manufacturer’s recommendations, leaving all materials ready for use.
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